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1 GENERAL INFORMATION 
 
1.1 Use of this manual 

Copyright © 2011 Mastervolt. All rights reserved. 
Reproduction, transfer, distribution or storage of part 
or all of the contents in this document in any form 
without the prior written permission of Mastervolt is 
prohibited.  
This manual serves as a guideline for the safe and 
effective operation of the GPRS Module.  
Keep this manual at a secure place! 
 
1.2 Guarantee specifications  

Mastervolt guarantees that this product was built 
according to the legally applicable standards and 
stipulations. If you fail to act in accordance with the 
regulations, instructions and stipulations in this 
user’s manual, damage can occur and/or the 
product will not fulfil the specifications. This may 
mean that the guarantee will become null and void. 

 
IMPORTANT: Additional warranty agreements, like 
“Mastervolt system warranty” may contain 
restrictions which forbid resetting of historical data 
The standard guarantee period is two years after 
date of purchase.  
 
1.3 Liability  

Mastervolt can accept no liability for:  
• consequential damage due to use of the GPRS 

Module;  
• possible errors in the manuals and the results 

thereof;  
• Use that is inconsistent with the purpose of the 

product. 
 

CAUTION! 
Never remove the identification label. 

 

2 OPERATION 
 
2.1 MasterBus functions 

The Mastervolt GPRS Module enables remote 
monitoring and operation of devices on the 
MasterBus network by sending and receiving SMS 
messages. For information about MasterBus, see 

www.mastervolt.com. The table below shows the 
interface functions. The GPRS Module can be 
configured using MasterAdjust or the MasterView 
Easy products. 

 
Monitoring  Description Range 
General   
State Module status, see below. Standby, Connecting, On, Config fault 
Connecting… Module connecting to GSM network  
PIN code error PIN code not accepted  
Config fault General configuration error  
Standby See “Enable SMS’s”  
Signal strength GPRS signal strength No signal, Poor, Average, Good, 

Excellent 
Enable  Yes: GPRS Module On. Sending / receiving of 

SMS’s is possible. No: GPRS module Standby, 
no transmission of SMS’s  

On/Standby 

 
History  Description Range 
Message Counters   
Sent messages Number of sent SMS messages 0-65535 
Received messages Number of received SMS messages 0-65535 
Clear history Option to clear the number of sent and received 

messages. 
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Configuration  Description Range 
General   
Language Set the GPRS Module menu language  See specifications 
Device name Any name you wish with 12 characters max, default INT 

MB GPRS  
12 characters max 

Network config   
No SIM SIM card not detected   
SIM Pin code See section 2.2, default 0000 Any four figures 
Show credits Check box to show your SIM credits under each message.  
Safe Numbers   
Number 1 Maximum three numbers can be defined to be safe. The 

module will only respond to these numbers (this number). 
Refer to section 2.3. 

Maximum 3 safe numbers  
 

Number 2 Refer to Number 1  
Number 3 Refer to Number 1  
Allow Numbers Pass filter to accept the Safe Numbers and all numbers 

starting with the figures in this field. For example +31 will 
accept all Dutch numbers. If you do not fill in this field, only 
the Safe Numbers will be accepted. Refer to section 2.3. 

Maximum 12 digits,  
see also section 2.3 

Alarms   
Transmit alarms Yes: send messages at the priority alarms (where the 

MasterView Easy shows a pop up).  
No: send no messages at alarms. 

 

Telephone nr Phone number to send the alarm messages to.  One 12 digit number,  
see section 2.3  

Shortcuts   
Shortcut x  Name of shortcut x, (x = 1-8). Refer to section 2.4 Maximum 16 characters 
Message on event   
Message x Message to be sent (x = 1-6). Refer to section 2.5 Maximum 16 characters 
Message x tel. Phone number of message x, (x = 1-6). If “Filter numbers” 

is enabled, a safe number must be selected.  
One 12 digit number,  
see section 2.3 

 
2.2 SIM PIN Code 

PIN Code. Note that if the pin code is not the default 
0000 then the correct PIN code must be entered 
before enabling SMS messages in the monitoring 
tab. If an incorrect PIN code has been entered the 
module must be reset before the new PIN code can 
be used.  
 
2.3 Safe Numbers 

Up to three safe telephone numbers can be entered. 
Besides, the Allow Numbers filter enables selecting 
a larger group of numbers. The module will only 
respond to these numbers. The numbers are also 
used for alarms and events (irrespective as to 
whether filtering is enabled). 
Note that telephone numbers must be entered in the 
international number format and without spaces or 
brackets. For example, the Dutch country code is 
0031 so the mobile telephone number 0698765432 
should be entered as +31698765432. Please test 
every entered number to ensure correct operation. 
 

If Safe Numbers and Allowed Numbers are 
both not filled in, the GPRS Module will not 
communicate! It will transmit no alarms or 
events! 
 

2.4 Shortcuts 

In the GPRS Module event configuration, shortcuts 
are used as the event sources. You can name the 
shortcuts after their application. If you sms this name 
to the module, the event will take place.  
 
2.5 Message on event 

At the event configuration of a connected MasterBus 
device, you can put up to 6 messages in the 
Command field. The GPRS module features a menu 
to rename the messages and choose a telephone 
number to sms the message to.  
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2.6 Messages sent by the user 

The GPRS Module can be operated by sending text 
messages to it, see the next table. 
 

 

Sent by user Description Received message example 
? Request System Overview System Info: 

INT SMS 
Status: Excellent signal 
DIS Easy 
Language: English 

[Device] ? 
 
 
 
Easy ? 

Request Device Overview  
Request all monitoring parameters of the device.  
Any active alarm messages will be included.  
 
Example: Device = MasterView Easy. 

INT Easy 
Language: English 
Backlight: Auto 
State: On 

[Device] options ? 
 
 
 
 
 
Easy options? 

Request Device Options  
A list of all devices options controllable by text message. 
Any active alarm messages will be included. Note: Not 
all devices have options that can be set. In such case 
the GPRS Module returns the message ‘No options’. 
 
Example: Device = MasterView Easy. 

INT Easy 
State: On 
Backlight: On 
Lock: On 

[Device][option]on/off Set a Device option to on or off.  
Easy backlight on Example: Device = MasterView Easy,  

option = backlight, setting = on. 
INT Easy Backlight is now set 
to On 

 

 

2.7 Messages sent by GPRS Module 

Text messages can be sent by the GPRS Module to 
alert the user to changes on the MasterBus system. 
 
Sent by module Description Message example 
Alarm message The GPRS Module can be set up to forward alarm 

messages from the MasterBus network,  
refer to section 2.1. 

Battery pre low  
(from MasterShunt) 

Message on event The GPRS Module can be set up to sms MasterBus 
Event messages, refer to section 2.5. 

Backlight on  
(from MasterView Easy) 

Error message 
 

If a message is not understood or the targeted device is 
not present, the GPRS Module will return an error 
message with a list of message options, see section 2.4 
for explanation.  
NOTE: spaces between the message words are not 
understood.  

Command not understood.  
Options: 
? – Request system overview 
<Device>? – Request device 
overview 
<Device> options? – Request 
device options 
<Device> <Option> <on/off> - 
Set device option 
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3 INSTALLATION 
 
3.1 Installation steps 

 
 
3.2 Antenna specifications 

The antenna provided in your package meets the 
specifications. If you want to use a different antenna 
(for instance on the roof of your metal ship), it must 
comply with the next demands:  
• The frequency supported is 900/1800 MHz 

(European band and most of the world) or 
850/1900 MHz (US band). 

• The antenna has a male SMA connector. 

3.3 American regulations 

To comply with the FCC's RF exposure rules and 
regulations (see chapter 6) the installation must 
meet next condtions: 
• The system antenna(s) used for this transmitter 

must be installed providing a distance of at least 
20 cm from all the persons and must not be co-
located or operating in conjunction with any other 
antenna or transmitter. 

• The system antenna(s) used for this module must 
not exceed 3 dBi for mobile and/ or fixed 
operating configurations. 

• Users and installers must be provided with 
antenna installation instructions and transmitter 
operating conditions for satisfying RF exposure 
compliance. 

2 Close cover and attach included GPRS antenna 
3 Connect external power supply (the SMS Module 

requires an external power supply that is able to 
deliver 1 ampere at between 8 and 30 volts) 

4 Attach SMS Module to the      MasterBus network 
using MasterBus cables 

 
WARNING 
Always install the antenna before connecting 
the power supply! Otherwise serious damage 
to the GPRS module will occur. 

 
 

Installation of the SMS Module 

 

1. Open the enclosure.  
(a) unlock the SIM holder 
(b) Fold up the holder and 
insert the SIM card  
(c) Fold down the holder 
and lock the SIM holder  

(a) (b) (c) 

4

2 3 

4 
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4 TROUBLE SHOOTING 
 
Malfunction Description/ possible cause What to do 
Module can not start up,  
Status indicates No SIM. 
Communication LED blinks 
red. 

 Check that SIM card is not damaged and 
has been inserted correctly. 

Module can not connect,  
Status indicates PIN code 
error. Communication LED 
blinks red. 

Refer to section 2.2 Check PIN code in configuration tab.  

Status indicates Config. error 
(configuration error).  
SIM status tells No Sim. 
Communication LED blinks 
red. 

A wrong phone number has been 
entered. 
 

Check that all numbers in the ‘Safe 
Numbers’ tab comply with the 
international numbering format. 

An incorrect PIN code was entered 
three times and the SIM card has 
become locked. 

Remove the SIM card from the GPRS 
Module and unlock it with the PUK code, 
using a mobile phone for example. 

Status indicates no or poor 
signal. 

The antenna has not been 
connected correctly. 

Check if the antenna is fixed to the 
module tightly. If not, disconnect the 
power supply and fix the antenna. Then 
reconnect the power supply.  

The GPRS module uses the land 
based GSM network and will 
therefore not operate in remote 
locations.  

Make sure that the GPRS module is 
placed in a location with sufficient 
reception. This can be checked using a 
regular mobile telephone. 

Status indicates Standby. The GPRS module will not send or 
receive text messages while in 
standby. 

Set the function Enable SMS’s to On.  

Status indicates “connecting”, 
nothing further happens. 

The GPRS module uses the land 
based GSM network and it will not 
connect in remote locations. It will 
not connect either if the SIM card 
provider does not cover the region. 

 

Status indicates 
average/good/excellent signal 
but still no responses. 

The telephone number used is 
wrong. 

Ensure that text messages are being sent 
to the correct telephone number. This 
may require an international number 
format when abroad. 

At least one of the Safe numbers is 
wrong. 

If ‘Filter numbers’ has been selected then 
ensure that the entered ‘Safe numbers’ 
are correct. To bypass the Safe numbers, 
clear the ‘Filter numbers’ checkbox and 
send a message to the GPRS module. It 
then responses to the incoming number 
rather than using the safe numbers. 

Still no response. The SIM card or the GPRS 
transmitter/ receiver may fail. 

Remove SIM card from GPRS module 
and test SMS communication using a 
mobile telephone. If communication is OK 
now, the SIM card seems all right. 

Slow communication SMS delivery times vary 
considerably and may not even be 
guaranteed depending on the 
provider, location and time. 

Allow sufficient time for delivery. 

 



 
 
 
 
 
 

 

EN / GPRS Module / January 2012  7 

 

5 SPECIFICATIONS 
 
Model: GPRS Module 
Article number: 77031000 
Delivery also includes: GPRS antenna, MasterBus cable, MasterBus terminating device, User’s manual 
Function of instrument: Exchanging SMS’s with MasterBus devices to enable remote monitoring and operation 
Languages available: English, Nederlands, Deutsch, Français, Castellano, Italiano, Norsk, Svenska, Suomi, 

Dansk, American 
Current consumption:  200 mA in normal mode, 1000 mA while transmitting and receiving 
MasterBus Powering: No 
Din rail mounting: Yes, Din rail 30 mm [1.2 inch]  
Protection degree: IP 21 
Dimensions: 66 x 78 x 32 mm [2.6 x 3.1 x 1.3 inch]; see drawing below 
Weight: Approx. 80 gr [0.18 lb] 
 
 

 

Dimensions in mm (inch) and connectors  

=   MasterBus connector 
 
   T =   DC terminal 
   A =   Female SMA connector 
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6 EC DECLARATION OF CONFORMITY 
 

We,  
Manufacturer  Mastervolt  
Address  Snijdersbergweg 93  
   1105 AN Amsterdam  
   The Netherlands  
Declare under our sole responsibility that  
 
Product :              GPRS Module 
Order number:     77031000 
 
Is in conformity with the provisions of the following EC directives:  
 
2006/95/EC (Safety directive); the following harmonized standards have been applied: 
• EN 60950-1:2001+ A11:2004 (LVD) 
 
2004/108/EC (EMC directive); the following harmonized standards have been applied: 
• EN 61000-6-3: 2007    Emission hold equipment  
• EN 61000-6-2: 2005    Immunity industrial  
• IEC 61000-4-2: 2009   ESD immunity 
• IEC 61000-4-4: 2010   Burst and Surge 
• 2011/65/EU     RoHs Directive 
 
R&TTE directive 1999/5/EC (Radio Equipment & Telecommunications Terminal Equipments) with the following 
standards: 
• EN 301 511 and 3GPP 51.010-1  GSM (Radio Spectrum) 
• EN 301 489-1 and EN 301 489-7;  EMC (Electromagnetic Compatibility). 
 
US Directives; with the following standard: 
• FCC 47 Part 24 (GSM 1900)   Use of RF Spectrum. 
• FCC47 Part 15    EMC (Electromagnetic Compatibility). 
 
Amsterdam, 28/01/2011 
Mastervolt international B.V. 
 

 
 
H.A. Poppelier  
Product Manager Marine & Mobile 
 

Snijdersbergweg 93, 1105 AN Amsterdam, The Netherlands 
Tel : + 31-20-3422100 
Fax : + 31-20-6971006 

Email : info@Mastervolt.com 

0168 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


